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RIGIDITY 

i 

R EED VISES are rigid and strong. 

Work performed on an object held 
in a Reed vise is delivered to the object 
and not wasted through recoil of 
the vise. 

This absence of recoil is due to four 
things, scientific design, ample weight, 
proper distribution of "mass, 11 and use 
of most rigid material practical- -cast 
iron. Rigidity is one of the most 
important requisites of a good vise. 




QUALITY 


R EED VISES have been known as 
Quality Vises for many years. 
In the Reed organization it is a matter of 
pride as well as business honor that 
our vises are made the very best we 
know how. Back of this intent is our 
experience of many years supplemented 
by close contact with those who sell 
and use our product. Reed Vises are 
preferred where they are best known. 



REED 

VI/E/ 

ARE /TRONGE/T BHD 
LR/T LONGE/T 


Sold By 

Icord-Wright Machinery & Supply Co. 
1223 North Broadway. 

St Louis, Mo. 




































Reed Machinists’ Vises 

Stationary Jaw Stationary Base 



Reed Machinists’ Vises 

Stationary Jaw Swivel Base 


Vise 

No. 

List 

Price 

Each 

Width 
of Jaw 
Indies 

Weight 

Pounds 

102 

$ 8.25 

2 

10W 

102M 

9.00 


UH 

103 

10.00 

3 

22 

J03K 

11.25 

3H 

29 


12.76 

4 

43 


16.50 

4 X 

60 


20.00 

6 

73 

106 H 

30.00 

6tf 

103 

106 

39.00 

6 

135 

107 

65.00 

7 

176 

M 

76 00 

8 

236 


BC 00 

9 

283 


Write for Ui Mount* 


Reed Machinists' Vises 

Swivel Jaw Stationary Base 



Vise 

No. 

List 

Price 

Each 

Width 
of Jaw 
Inches 

Weight 

Pounds 

302 

6U.50 

2 

11 

302>* 

13.50 

2 H 

17 

333 

15.00 

3 

25 

303H 

16.00 

ZH 

35 

304 

19.00 

4 

60 

334^ 

22.00 

4M 

66 

305 

28.00 

6 

82 

305^ 

35.00 


116 

306 

60.00 

6 

141 

307 

65.00 

7 

190 

308 

00 00 

8 

273 


Write Lr Ut mar 


Vise 

No. 

List 

Price 

Each 

Width 
of Jaw 
Inches 

Weight 

Pounds 

202 

310.50 

2 

12>4 

202H 

12.00 

m 

20 

203 

13.00 

a 

27 

203H 

15.0J 

3M 

38 

204 

17.0J, 

4 

51 

204tf 

20. UJ 

4H 

66 

205 

30.00 

5 

89 

205M 

38.00 

6M 

120 

206 

62.00 

6 

153 

207 

70.00 

7 

204 

208 

98.00 

8 

278 

m 

115 00 

9 

r>27 


Write for DiaeouMi 


Reed Machinists’ Vises 



Vise 

No. 

List 

Price 

Each 

Width 
of Jaw 
Inches 

Weight 

Pounds 

402 

$13.50 

2 

15 

402^ 

16.00 


22 

403 

17.50 

3 

31 

. 403H 

20.00 

3H 

43 

| 404 

24.00 

4 

58 

404H 

28.00 

4H 

75 

405 

35.00 

5 

98 

405^ 

44.00 


130 

406 

60.00 

6 

164 

407 

75.00 

7 

223 

408 

105.00 

8 

300 


Write for Uiuoutiu 









































